
MEN'S S-WORKS STUMPJUMPER ST 29

CARB-STRMGRY

ACDKWI-BLK

We love the fast and planted feeling of the new Stumpjumper, but not everyone needs 
150mm of travel. And if you're in the market for a trail bike that’s more nimble and snappy in 
hard accelerations and long climbs, the S-Works Stumpjumper ST 29 should be your first 
choice. Its shorter travel (130mm front/120mm rear), and slightly steeper geometry, bring 
out the true “feel” of the trail—making popping off lips and railing berms even more lively 
and fun.

• The Stumpjumper ST's asymmetrical, FACT 11m carbon fiber construction is lightweight, 
stiff, and ready for technical climbs and rowdy descents. It's built off of our 29 Trail 
Geometry, so it's both capable and comfortable. And with SWAT™ integration in the 
down tube, a threaded BB, easy cable routing, and a brand new chain silencer, it's ready 
for anything the trail, or you, throw at it.

• The FOX DPS Factory rear shock features our Rx Trail Tune, ensuring that no matter the 
wheel or frame size, your bike is dialed-in perfectly.

• With the legendary FIT4 damper, large and lightweight stanchions, and buttery-smooth 
Kashima coating, the FOX 34 Factory 130mm fork is one of the best out there.

SPECS All specs are subject to change without notice.

FRAME FACT 11m, full carbon chassis and rear end, asymmetrical design, 29 
Trail Geometry, SWAT™ Door integration, threaded BB, fully enclosed 
internal cable routing, 12x148mm dropouts, sealed cartridge bearing 
pivots, replaceable derailleur hanger, 120mm of travel

REAR SHOCK FOX FLOAT DPS Factory, Rx Trail Tune, EVOL Air sleeve, Kashima 
Coat, 3-position adjustment w/ Open Mode Adjustment, 190x42.5mm

FORK FOX FLOAT 34 Factory, FIT4 damper, 3-position adjustment, Kashima 
Coat, 15x110mm Kabolt axle, 51mm offset, 130mm of travel

STEM Syntace MegaForce 2, 6-degree, 31.8mm clamp

HANDLEBARS Specialized Trail, FACT carbon, 6-degree upsweep, 8-degree 
backsweep, 27mm rise, 780mm, 31.8mm

GRIPS Specialized Sip Grip, half-waffle, S/M: regular thickness, L/XL: XL 
thickness

FRONT BRAKE SRAM Guide RSC, hydraulic disc, organic pads, Guide S4 4-piston 
caliper, 200mm rotor 

REAR BRAKE SRAM Guide RSC, hydraulic disc, organic pads, Guide S4 4-piston 
caliper, 180mm rotor 

REAR DERAILLEUR SRAM XX1 Eagle™, 12-speed

SHIFT LEVERS SRAM XX1 Eagle, trigger, 12-speed

CASSETTE SRAM X01 Eagle, 12-speed, 10-50t

CHAIN SRAM XX1 Eagle, 12-speed w/ PowerLock®

CRANKSET SRAM XX1 Eagle, Boost™ 148, 170mm crankarm, 24mm spindle, 30T

CHAINRINGS 30T

BOTTOM BRACKET SRAM GXP

RIMS Roval Traverse SL 29, hookless carbon, 30mm inner width, 24/28h, 
tubeless ready, hand-built

FRONT HUB Roval Traverse, sealed cartridge bearings, 15mm thru-axle, 110mm 
spacing, 24h

REAR HUB Roval Traverse, DT Swiss Star Ratchet, 54t engagement, SRAM XD 
driver body, 12mm thru-axle, 148mm spacing, 28h

SPOKES DT Swiss Revolution

FRONT TIRE Butcher, GRID Casing, GRIPTON® compound, 2Bliss Ready, 29x2.3"

REAR TIRE Purgatory, GRID Casing, GRIPTON® compound, 2Bliss Ready, 
29x2.3"

SADDLE Body Geometry Phenom Expert, Adaptive Edge design, hollow 
titanium rails, carbon fiber base, 143mm

SEATPOST Command Post IRcc, 16-position micro-height adjustable, two-bolt 
head, bottom mount cable routing, remote SRL lever, 34.9mm, S: 
130mm, M/L/XL: 160mm of travel

PART NO. DESCRIPTION COLOR SIZE
94718-0202 SJ FSR ST MEN SW CARBON 29 ACDKWI-BLK S
94718-0203   M
94718-0204   L
94718-0205   XL
94718-0302 SJ FSR ST MEN SW CARBON 29 CARB-STRMGRY S
94718-0303   M
94718-0304   L
94718-0305   XL

SJ FSR 29 CARBON ST

SIZE S M L XL

Stack (mm) 607  607  635  649 

Reach (mm) 415  435  455  480 

Head Tube Length (mm) 95  95  125  140 

Head Tube Angle (deg) 67.5 67.5 67.5 67.5

BB Height, 27.5x2.6" (mm) 333  333  333  333 

BB Drop (mm) 39  39  39  39 

Trail (mm) 99  99  99  99 

Fork Length, Full (mm) 540  540  540  540 

Fork Rake/Offset (mm) 51  51  51  51 

Front Center (mm) 707  727  758  789 

Chainstay Length (mm) 437  437  437  437 

Wheelbase (mm) 1141  1161  1192  1223 

Top Tube Length (Horizontal) (mm) 569  592  624  657 

Bike Standover Height (mm) 740  743  755  768 

Seat Tube Length (mm) 380  410  455  505 

Seat Tube Angle (deg) 75.8 75.5 75.1 74.7

Handlebar Width (mm) 780 780 780 780

Stem Length (mm) 40 40 50 50

Saddle Width (mm) 143 143 143 143

Seatpost Length (mm) 369 429 429 429

Crank Length (mm) 170 170 170 170



MEN'S S-WORKS STUMPJUMPER ST 27.5

ACDKWI-BLK

CARB-STRMGRY

We love the fast and planted feeling of the new Stumpjumper, but not everyone needs 
150mm of travel. And if you're in the market for a trail bike that's more nimble and snappy, 
the S-Works Stumpjumper ST 27.5 takes thing to a whole new level. Its shorter travel 
(130mm front/130mm rear), and slightly steeper geometry, bring out the true "feel" of the 
trail—making popping off lips and railing berms even more lively. Plus, you get even more 
responsiveness and stability from the 27.5 wheels. 

• The Stumpjumper ST's asymmetrical, FACT 11m carbon fiber construction is lightweight, 
stiff, and ready for technical climbs and rowdy descents. It's built off of our 27.5 Trail 
Geometry, so it's both capable and comfortable. And with SWAT™ integration in the 
down tube, a threaded BB, easy cable routing, and a brand new chain silencer, it's ready 
for anything the trail, or you, throw at it.

• The FOX DPS Factory rear shock features our Rx Trail Tune, ensuring that no matter the 
wheel or frame size, your bike is dialed-in perfectly.

• With the legendary FIT4 damper, large and lightweight stanchions, and buttery-smooth 
Kashima coating, the FOX 34 Factory 130mm fork is one of the best out there.

SPECS All specs are subject to change without notice.

FRAME FACT 11m, full carbon chassis and rear end, asymmetrical design, 27.5 
Trail Geometry, SWAT™ Door integration, threaded BB, fully enclosed 
internal cable routing, 12x148mm dropouts, sealed cartridge bearing 
pivots, replaceable derailleur hanger, 130mm of travel

REAR SHOCK FOX FLOAT DPS Factory, Rx Trail Tune, EVOL Air sleeve, Kashima 
Coat, 3-position adjustment w/ Open Mode Adjustment, 190x45.0mm

FORK FOX FLOAT 34 Factory, FIT4 damper, 3-position adjustment, Kashima 
Coat, 15x110mm Kabolt axle, 44mm offset, 130mm of travel

STEM Syntace MegaForce 2, 6-degree, 31.8mm clamp

HANDLEBARS Specialized Trail, FACT carbon, 6-degree upsweep, 8-degree 
backsweep, 27mm rise, 780mm, 31.8mm

GRIPS Specialized Sip Grip, half-waffle, S/M: regular thickness, L/XL: XL 
thickness

FRONT BRAKE SRAM Guide RSC, hydraulic disc, organic pads, Guide S4 4-piston 
caliper, 200mm rotor 

REAR BRAKE SRAM Guide RSC, hydraulic disc, organic pads, Guide S4 4-piston 
caliper, 180mm rotor 

REAR DERAILLEUR SRAM XX1 Eagle™, 12-speed

SHIFT LEVERS SRAM XX1 Eagle, trigger, 12-speed

CASSETTE SRAM X01 Eagle, 12-speed, 10-50t

CHAIN SRAM XX1 Eagle, 12-speed w/ PowerLock®

CRANKSET SRAM XX1 Eagle, Boost™ 148, 170mm crankarm, 24mm spindle, 32T

CHAINRINGS 32T

BOTTOM BRACKET SRAM GXP

RIMS Roval Traverse SL 29, hookless carbon, 30mm inner width, 24/28h, 
tubeless ready, hand-built

FRONT HUB Roval Traverse, sealed cartridge bearings, 15mm thru-axle, 110mm 
spacing, 24h

REAR HUB Roval Traverse, DT Swiss Star Ratchet, 54t engagement, SRAM XD 
driver body, 12mm thru-axle, 148mm spacing, 28h

SPOKES DT Swiss Revolution

FRONT TIRE Butcher, GRID Casing, GRIPTON® compound, 2Bliss Ready, 27.5 x 
2.3"

REAR TIRE Purgatory, GRID Casing, GRIPTON® compound, 2Bliss Ready, 27.5 x 
2.3"

SADDLE Body Geometry Phenom Expert, Adaptive Edge design, hollow 
titanium rails, carbon fiber base, 143mm

SEATPOST Command Post IRcc, 16-position micro-height adjustable, two-bolt 
head, bottom mount cable routing, remote SRL lever, 34.9mm, S: 
130mm, M/L/XL: 160mm of travel

PART NO. DESCRIPTION COLOR SIZE
94718-0002 SJ FSR ST MEN SW CARBON 27.5 ACDKWI-BLK S
94718-0003   M
94718-0004   L
94718-0005   XL
94718-0102 SJ FSR ST MEN SW CARBON 27.5 CARB-STRMGRY S
94718-0103   M
94718-0104   L
94718-0105   XL

SJ FSR 27.5 CARBON ST

SIZE S M L XL

Stack (mm) 586  590  618  631 

Reach (mm) 425  444  465  490 

Head Tube Length (mm) 105  110  140  155 

Head Tube Angle (deg) 66.5 66.5 66.5 66.5

BB Height, 27.5x2.6" (mm) 325  325  325  325 

BB Drop (mm) 28  28  28  28 

Trail (mm) 103  103  103  103 

Fork Length, Full (mm) 522  522  522  522 

Fork Rake/Offset (mm) 46  46  46  46 

Front Center (mm) 718  739  772  803 

Chainstay Length (mm) 432  432  432  432 

Wheelbase (mm) 1149  1170  1203  1234 

Top Tube Length (Horizontal) (mm) 568  591  624  657 

Bike Standover Height (mm) 731  735  750  766 

Seat Tube Length (mm) 380  410  455  505 

Seat Tube Angle (deg) 76.3 76  75.6 75.2

Handlebar Width (mm) 780 780 780 780

Stem Length (mm) 40 40 50 50

Saddle Width (mm) 143 143 143 143

Seatpost Length (mm) 369 429 429 429

Crank Length (mm) 170 170 170 170



MEN'S STUMPJUMPER ST EXPERT 29

DSTTUR-TEAMYEL

CARB-BLK

Trail bikes can't usually “shred the gnarly stuff” and “climb with your XC buddies," but 
we’re confident in saying that the Stumpjumper Expert ST 29 is totally capable of both. 
It combines precise handling, perfect suspension kinematics, and a complete abandon of 
proprietary nonsense with a slightly steeper geometry, less travel (130mm front/120mm 
rear), and 29-inch wheels to make it a true “do-it-all” trail bike.

• The Stumpjumper ST's asymmetrical, FACT 11m carbon fiber construction is lightweight, 
stiff, and ready for technical climbs and rowdy descents. It's built off of our 29 Trail 
Geometry, so it's both capable and comfortable. And with SWAT™ integration in the 
down tube, a threaded BB, easy cable routing, and a brand new chain silencer, it's ready 
for anything the trail, or you, throw at it.

• With three different compression adjustments—open/pedal/lock—incredible damping 
performance, and our Rx Trail Tune, the RockShox Deluxe RT3 perfectly complements 
the Stumpjumper.

• RockShox's Pike is known for its trail performance, and the RC found here has stiff 
stanchions, a Charger damper, and plenty of sensitivity.

SPECS All specs are subject to change without notice.

FRAME FACT 11m, full carbon chassis and rear end, asymmetrical design, 29 
Trail Geometry, SWAT™ Door integration, threaded BB, fully enclosed 
internal cable routing, 12x148mm dropouts, sealed cartridge bearing 
pivots, replaceable derailleur hanger, 120mm of travel

REAR SHOCK RockShox Deluxe RT3, Rx Trail Tune, rebound and 3-position 
compression adjust, 190x42.5mm

FORK RockShox Pike RC, DebonAir, rebound / low-speed compression 
adjust, tapered steerer, 51mm offset, 15mm Maxle® Stealth thru-axle, 
15x110mm Boost™, 130mm of travel

STEM Specialized Trail, forged alloy, 4-bolt, 5mm rise

HANDLEBARS Specialized Trail, 7050 alloy, 8-degree backsweep, 6-degree 
upsweep, 27mm rise, 780mm, 31.8mm clamp

GRIPS Specialized Sip Grip, half-waffle, S/M: regular thickness, L/XL: XL 
thickness

FRONT BRAKE SRAM Guide R, hydraulic disc, organic pads, Guide S4 4-piston 
caliper, 200mm rotor 

REAR BRAKE SRAM Guide R, hydraulic disc, organic pads, Guide S4 4-piston 
caliper, 180mm rotor 

REAR DERAILLEUR SRAM GX Eagle, 12-speed

SHIFT LEVERS SRAM GX Eagle, trigger, 12-speed

CASSETTE SRAM GX Eagle, 12-speed, 10-50t

CHAIN SRAM GX Eagle, 12-speed w/ PowerLock®

CRANKSET Truvativ Descendant, aluminum, Boost™ 148, 170mm crankarm, 24mm 
spindle

CHAINRINGS 30T

BOTTOM BRACKET SRAM GXP

RIMS Roval Traverse Carbon 29, hookless carbon, 30mm inner width, 28h, 
tubeless ready, hand-built

FRONT HUB Specialized, sealed cartridge bearings, 15x110mm spacing, 28h

REAR HUB Specialized, sealed cartridge bearings, 12x148mm thru-axle, 28h

SPOKES DT Swiss Industry

FRONT TIRE Butcher, GRID Casing, GRIPTON® compound, 2Bliss Ready, 29x2.3"

REAR TIRE Purgatory, GRID Casing, GRIPTON® compound, 2Bliss Ready, 
29x2.3"

SADDLE Body Geometry Phenom Comp, Adaptive Edge design, Hollow Cr-Mo 
rails, 143mm

SEATPOST Command Post IRcc, 16-position micro-height adjustable, two-bolt 
head, bottom mount cable routing, remote SRL lever, 34.9mm, S: 
130mm, M/L/XL: 160mm of travel

PART NO. DESCRIPTION COLOR SIZE
93218-3402 SJ FSR ST MEN EXPERT CARBON 29 DSTTUR-TEAMYEL S
93218-3403   M
93218-3404   L
93218-3405   XL
94718-3102 SJ FSR ST MEN EXPERT CARBON 29 CARB-BLK S
94718-3103   M
94718-3104   L
94718-3105   XL

SJ FSR 29 CARBON ST

SIZE S M L XL

Stack (mm) 607  607  635  649 

Reach (mm) 415  435  455  480 

Head Tube Length (mm) 95  95  125  140 

Head Tube Angle (deg) 67.5 67.5 67.5 67.5

BB Height, 27.5x2.6" (mm) 333  333  333  333 

BB Drop (mm) 39  39  39  39 

Trail (mm) 99  99  99  99 

Fork Length, Full (mm) 540  540  540  540 

Fork Rake/Offset (mm) 51  51  51  51 

Front Center (mm) 707  727  758  789 

Chainstay Length (mm) 437  437  437  437 

Wheelbase (mm) 1141  1161  1192  1223 

Top Tube Length (Horizontal) (mm) 569  592  624  657 

Bike Standover Height (mm) 740  743  755  768 

Seat Tube Length (mm) 380  410  455  505 

Seat Tube Angle (deg) 75.8 75.5 75.1 74.7

Handlebar Width (mm) 780 780 780 780

Stem Length (mm) 40 40 50 50

Saddle Width (mm) 143 143 143 143

Seatpost Length (mm) 369 429 429 429

Crank Length (mm) 170 170 170 170



MEN'S STUMPJUMPER ST EXPERT 27.5

DSTTUR-TEAMYEL

CARB-BLK

Trail bikes can't usually "shred the gnarly stuff" and "climb with your XC buddies," but 
we're confident in saying that the Stumpjumper Expert ST 27.5 is totally capable of both. 
It combines precise handling, perfect suspension kinematics, and a complete abandon of 
proprietary nonsense with a slightly steeper geometry, less travel (130mm front/130mm 
rear), and 27.5-inch wheels to make it a snappy, responsive, and true "do-it-all" trail bike.

• The Stumpjumper ST's asymmetrical, FACT 11m carbon fiber construction is lightweight, 
stiff, and ready for technical climbs and rowdy descents. It's built off of our 27.5 Trail 
Geometry, so it's both capable and comfortable. And with SWAT™ integration in the 
down tube, a threaded BB, easy cable routing, and a brand new chain silencer, it's ready 
for anything the trail, or you, throw at it.

• With three different compression adjustments—open/pedal/lock—incredible damping 
performance, and our Rx Trail Tune, the RockShox Deluxe RT3 perfectly complements 
the Stumpjumper.

• RockShox's Pike is known for its trail performance, and the RC found here has stiff 
stanchions, a Charger damper, and plenty of sensitivity.

SPECS All specs are subject to change without notice.

FRAME FACT 11m, full carbon chassis and rear end, asymmetrical design, 27.5 
Trail Geometry, SWAT™ Door integration, threaded BB, fully enclosed 
internal cable routing, 12x148mm dropouts, sealed cartridge bearing 
pivots, replaceable derailleur hanger, 130mm of travel

REAR SHOCK RockShox Deluxe RT3, Rx Trail Tune, rebound and 3-position 
compression adjust, 190x45.0mm

FORK RockShox Pike RC, DebonAir, rebound / low-speed compression 
adjust, tapered steerer, 46mm offset, 15mm Maxle® Stealth thru-axle, 
15x110mm Boost™, 130mm of travel

STEM Specialized Trail, forged alloy, 4-bolt, 5mm rise

HANDLEBARS Specialized Trail, 7050 alloy, 8-degree backsweep, 6-degree 
upsweep, 27mm rise, 780mm, 31.8mm clamp

GRIPS Specialized Sip Grip, half-waffle, S/M: regular thickness, L/XL: XL 
thickness

FRONT BRAKE SRAM Guide R, hydraulic disc, organic pads, Guide S4 4-piston 
caliper, 200mm rotor 

REAR BRAKE SRAM Guide R, hydraulic disc, organic pads, Guide S4 4-piston 
caliper, 180mm rotor 

REAR DERAILLEUR SRAM GX Eagle, 12-speed

SHIFT LEVERS SRAM GX Eagle, trigger, 12-speed

CASSETTE SRAM GX Eagle, 12-speed, 10-50t

CHAIN SRAM GX Eagle, 12-speed w/ PowerLock®

CRANKSET Truvativ Descendant, aluminum, Boost™ 148, 170mm crankarm, 24mm 
spindle

CHAINRINGS 32T

BOTTOM BRACKET SRAM GXP

RIMS Roval Traverse Carbon 27.5, hookless carbon, 30mm inner width, 28h, 
tubeless ready, hand-built

FRONT HUB Specialized, sealed cartridge bearings, 15x110mm spacing, 28h

REAR HUB Specialized, sealed cartridge bearings, 12x148mm thru-axle, 28h

SPOKES DT Swiss Industry

FRONT TIRE Butcher, GRID Casing, GRIPTON® compound, 2Bliss Ready, 27.5 x 
2.3"

REAR TIRE Purgatory, GRID Casing, GRIPTON® compound, 2Bliss Ready, 27.5 x 
2.3"

SADDLE Body Geometry Phenom Comp, Adaptive Edge design, Hollow Cr-Mo 
rails, 143mm

SEATPOST Command Post IRcc, 16-position micro-height adjustable, two-bolt 
head, bottom mount cable routing, remote SRL lever, 34.9mm, S: 
130mm, M/L/XL: 160mm of travel

PART NO. DESCRIPTION COLOR SIZE
93218-3302 SJ FSR ST MEN EXPERT CARBON 27.5 DSTTUR-TEAMYEL S
93218-3303   M
93218-3304   L
93218-3305   XL
94718-3002 SJ FSR ST MEN EXPERT CARBON 27.5 CARB-BLK S
94718-3003   M
94718-3004   L
94718-3005   XL

SJ FSR 27.5 CARBON ST

SIZE S M L XL

Stack (mm) 586  590  618  631 

Reach (mm) 425  444  465  490 

Head Tube Length (mm) 105  110  140  155 

Head Tube Angle (deg) 66.5 66.5 66.5 66.5

BB Height, 27.5x2.6" (mm) 325  325  325  325 

BB Drop (mm) 28  28  28  28 

Trail (mm) 103  103  103  103 

Fork Length, Full (mm) 522  522  522  522 

Fork Rake/Offset (mm) 46  46  46  46 

Front Center (mm) 718  739  772  803 

Chainstay Length (mm) 432  432  432  432 

Wheelbase (mm) 1149  1170  1203  1234 

Top Tube Length (Horizontal) (mm) 568  591  624  657 

Bike Standover Height (mm) 731  735  750  766 

Seat Tube Length (mm) 380  410  455  505 

Seat Tube Angle (deg) 76.3 76  75.6 75.2

Handlebar Width (mm) 780 780 780 780

Stem Length (mm) 40 40 50 50

Saddle Width (mm) 143 143 143 143

Seatpost Length (mm) 369 429 429 429

Crank Length (mm) 170 170 170 170



MEN'S STUMPJUMPER ST COMP CARBON 29

CSTBTLSHP-TPE

FLORED-BLK

 With the same 11m carbon construction as the S-Works, the Stumpjumper ST Comp 
Carbon 29 brings you transcendent handling, custom-tuned suspension, and an elimination 
of proprietary headaches—all while keeping the speed you look for with 29-inch wheels. 
And don’t forget that with its “ST” distinction, this Stumpjumper gets slightly steeper angles 
and less suspension (130mm front/120mm rear), so you get more nimble and responsive 
climbing ability and sublime descending prowess.

• The Stumpjumper ST's asymmetrical, FACT 11m carbon fiber construction is lightweight, 
stiff, and ready for technical climbs and rowdy descents. It's built off of our 29 Trail 
Geometry, so it's both capable and comfortable. And with SWAT™ integration in the 
down tube, a threaded BB, easy cable routing, and a brand new chain silencer, it's ready 
for anything the trail, or you, throw at it.

• The FOX DPS Performance rear shock features our Rx Trail Tune, ensuring that no 
matter the frame or wheel size, your bike is dialed-in perfectly.

• A FOX 34 Rhythm fork handles suspension duties up front with stiff stanchions and 
plenty of adjustability.

SPECS All specs are subject to change without notice.

FRAME FACT 11m, full carbon chassis and rear end, asymmetrical design, 29 
Trail Geometry, SWAT™ Door integration, threaded BB, fully enclosed 
internal cable routing, 12x148mm dropouts, sealed cartridge bearing 
pivots, replaceable derailleur hanger, 120mm of travel

REAR SHOCK FOX FLOAT DPS Performance, Rx Trail Tune, rebound and 3-position 
compression adjust, 190x42.5MM

FORK FOX FLOAT Rhythm 34, GRIP Damper, 51mm offset, 2-position 
sweep adjust, 15x110mm, tapered alloy steerer, 130mm of travel

STEM Specialized Trail, 3D forged alloy, 4-bolt, 6-degree rise

HANDLEBARS Specialized, 6061 alloy, 6-degree upsweep, 8-degree backsweep, 
27mm rise, 780mm width

GRIPS Specialized Sip Grip, half-waffle, S/M: regular thickness, L/XL: XL 
thickness

FRONT BRAKE Shimano SLX, hydraulic disc, resin pads, 200mm rotor

REAR BRAKE Shimano SLX, hydraulic disc, resin pads, 180mm rotor 

REAR DERAILLEUR Shimano XT, Shadow Plus, GS cage, 11-speed

SHIFT LEVERS Shimano SLX, 11-speed

CASSETTE Shimano SLX, 11-speed, 11-46t

CHAIN KMC X11, 11-speed w/ Missing Link™

CRANKSET RaceFace Aeffect, 24mm spindle, 170mm crankarm

CHAINRINGS 30T

BOTTOM BRACKET Threaded BB, 24mm spindle

RIMS Roval Traverse 29, hookless alloy, 29mm inner width, tubeless ready, 
28h

FRONT HUB Specialized, sealed cartridge bearings, 15x110mm spacing, 28h

REAR HUB Specialized, sealed cartridge bearings, 12x148mm thru-axle, 28h

SPOKES DT Swiss Industry

FRONT TIRE Butcher, GRID Casing, GRIPTON® compound, 2Bliss Ready, 29x2.3"

REAR TIRE Purgatory, GRID Casing, GRIPTON® compound, 2Bliss Ready, 
29x2.3"

SADDLE Body Geometry Phenom Comp, Adaptive Edge design, Hollow Cr-Mo 
rails, 143mm

SEATPOST X-Fusion Manic, infinite adjustable, two-bolt head, bottom mount cable 
routing, remote SRL LE lever, 34.9mm, S: 125mm, M/L/XL: 150mm 
of travel

PART NO. DESCRIPTION COLOR SIZE
94718-5202 SJ FSR ST MEN COMP CARBON 29 CSTBTLSHP-TPE S
94718-5203   M
94718-5204   L
94718-5205   XL
94718-5302 SJ FSR ST MEN COMP CARBON 29 FLORED-BLK S
94718-5303   M
94718-5304   L
94718-5305   XL

SJ FSR 29 CARBON ST

SIZE S M L XL

Stack (mm) 607  607  635  649 

Reach (mm) 415  435  455  480 

Head Tube Length (mm) 95  95  125  140 

Head Tube Angle (deg) 67.5 67.5 67.5 67.5

BB Height, 27.5x2.6" (mm) 333  333  333  333 

BB Drop (mm) 39  39  39  39 

Trail (mm) 99  99  99  99 

Fork Length, Full (mm) 540  540  540  540 

Fork Rake/Offset (mm) 51  51  51  51 

Front Center (mm) 707  727  758  789 

Chainstay Length (mm) 437  437  437  437 

Wheelbase (mm) 1141  1161  1192  1223 

Top Tube Length (Horizontal) (mm) 569  592  624  657 

Bike Standover Height (mm) 740  743  755  768 

Seat Tube Length (mm) 380  410  455  505 

Seat Tube Angle (deg) 75.8 75.5 75.1 74.7

Handlebar Width (mm) 780 780 780 780

Stem Length (mm) 45 45 45 45

Saddle Width (mm) 143 143 143 143

Seatpost Length (mm) 376 438 438 438

Crank Length (mm) 170 170 170 170



MEN'S STUMPJUMPER ST COMP CARBON 27.5

CSTBTLSHP-TPE

FLORED-BLK

With the same 11m carbon construction as the S-Works, the Stumpjumper ST Comp 
Carbon 29 brings you transcendent handling, custom-tuned suspension, and an elimination 
of proprietary headaches—all while keeping the snappiness you look for with 27.5 wheels. 
And don't forget that with its "ST" distinction, this Stumpjumper gets slightly steeper angles 
and less suspension (130mm front/130mm rear), so you get more nimble and responsive 
climbing ability and sublime descending prowess.

• The Stumpjumper ST's asymmetrical, FACT 11m carbon fiber construction is lightweight, 
stiff, and ready for technical climbs and rowdy descents. It's built off of our 27.5 Trail 
Geometry, so it's both capable and comfortable. And with SWAT™ integration in the 
down tube, a threaded BB, easy cable routing, and a brand new chain silencer, it's ready 
for anything the trail, or you, throw at it.

• The FOX DPS Performance rear shock features our Rx Trail Tune, ensuring that no 
matter the frame or wheel size, your bike is dialed-in perfectly.

• A FOX 34 Rhythm fork handles suspension duties up front with stiff stanchions and 
plenty of adjustability.

SPECS All specs are subject to change without notice.

FRAME FACT 11m, full carbon chassis and rear end, asymmetrical design, 27.5 
Trail Geometry, SWAT™ Door integration, threaded BB, fully enclosed 
internal cable routing, 12x148mm dropouts, sealed cartridge bearing 
pivots, replaceable derailleur hanger, 130mm of travel

REAR SHOCK FOX FLOAT DPS Performance, Rx Trail Tune, rebound and 3-position 
compression adjust, 190x42.5MM

FORK FOX FLOAT Rhythm 34, GRIP Damper, 51mm offset, 2-position 
sweep adjust, 15x110mm, tapered alloy steerer, 130mm of travel

STEM Specialized Trail, 3D forged alloy, 4-bolt, 6-degree rise

HANDLEBARS Specialized, 6061 alloy, 6-degree upsweep, 8-degree backsweep, 
27mm rise, 780mm width

GRIPS Specialized Sip Grip, half-waffle, S/M: regular thickness, L/XL: XL 
thickness

FRONT BRAKE Shimano SLX, hydraulic disc, resin pads, 200mm rotor

REAR BRAKE Shimano SLX, hydraulic disc, resin pads, 180mm rotor 

REAR DERAILLEUR Shimano XT, Shadow Plus, GS cage, 11-speed

SHIFT LEVERS Shimano SLX, 11-speed

CASSETTE Shimano SLX, 11-speed, 11-46t

CHAIN KMC X11, 11-speed w/ Missing Link™

CRANKSET RaceFace Aeffect, 24mm spindle, 170mm crankarm

CHAINRINGS 32T

BOTTOM BRACKET Threaded BB, 24mm spindle

RIMS Roval Traverse 27.5, hookless alloy, 29mm inner width, tubeless ready, 
28h

FRONT HUB Specialized, sealed cartridge bearings, 15x110mm spacing, 28h

REAR HUB Specialized, sealed cartridge bearings, 12x148mm thru-axle, 28h

SPOKES DT Swiss Industry

FRONT TIRE Butcher, GRID Casing, GRIPTON® compound, 2Bliss Ready, 27.5 x 
2.3"

REAR TIRE Purgatory, GRID Casing, GRIPTON® compound, 2Bliss Ready, 27.5 x 
2.3"

SADDLE Body Geometry Phenom Comp, Adaptive Edge design, Hollow Cr-Mo 
rails, 143mm

SEATPOST X-Fusion Manic, infinite adjustable, two-bolt head, bottom mount cable 
routing, remote SRL LE lever, 34.9mm, S: 125mm, M/L/XL: 150mm 
of travel

PART NO. DESCRIPTION COLOR SIZE
94718-5002 SJ FSR ST MEN COMP CARBON 27.5 CSTBTLSHP-TPE S
94718-5003   M
94718-5004   L
94718-5005   XL
94718-5102 SJ FSR ST MEN COMP CARBON 27.5 FLORED-BLK S
94718-5103   M
94718-5104   L
94718-5105   XL

SJ FSR 27.5 CARBON ST

SIZE S M L XL

Stack (mm) 586  590  618  631 

Reach (mm) 425  444  465  490 

Head Tube Length (mm) 105  110  140  155 

Head Tube Angle (deg) 66.5 66.5 66.5 66.5

BB Height, 27.5x2.6" (mm) 325  325  325  325 

BB Drop (mm) 28  28  28  28 

Trail (mm) 103  103  103  103 

Fork Length, Full (mm) 522  522  522  522 

Fork Rake/Offset (mm) 46  46  46  46 

Front Center (mm) 718  739  772  803 

Chainstay Length (mm) 432  432  432  432 

Wheelbase (mm) 1149  1170  1203  1234 

Top Tube Length (Horizontal) (mm) 568  591  624  657 

Bike Standover Height (mm) 731  735  750  766 

Seat Tube Length (mm) 380  410  455  505 

Seat Tube Angle (deg) 76.3 76  75.6 75.2

Handlebar Width (mm) 780 780 780 780

Stem Length (mm) 45 45 45 45

Saddle Width (mm) 143 143 143 143

Seatpost Length (mm) 376 438 438 438

Crank Length (mm) 170 170 170 170



MEN'S STUMPJUMPER ST ALLOY 29

ESTSRS-RKTRED

BLK-NICEBLU

All of you die-hard alloy fans can rejoice. Yes, the new Stumpjumper ST comes in an alloy 
version, and it may be the most radically designed alloy bike ever made. And with new tube 
shapes and an asymmetrical design, the Stumpjumper ST Alloy 29 is sure to exceed your 
expectations of how a trail bike should ride.

• The all-new alloy Stumpjumper ST frame features an M5 alloy front- and rear-end, an 
asymmetrical design, and our 29 Trail Geometry, so it's both capable and comfortable.

• The  X-Fusion Metric rear shock features rebound adjustment, lockout, and our coveted 
Rx Trail Tune to ensure you're getting the most out of your Stumpjumper ST.

• A RockShox Recon RL provides 130mm of travel up front, and it lets you adjust both 
rebound and lockout.

SPECS All specs are subject to change without notice.

FRAME M5 alloy chassis and rear end, asymmetrical design, 29 Trail Geometry, 
threaded BB, fully enclosed internal cable routing, 12x148mm dropouts, 
sealed cartridge bearing pivots, replaceable derailleur hanger, 120mm 
of travel

REAR SHOCK X-Fusion 02 Pro RL, Rx Trail Tune, rebound adjust, lockout 
190x42.5mm

FORK RockShox Recon RL, Solo Air, 51mm offset, rebound adjust, lockout, 
15x110mm Boost™ Maxle® Lite thru-axle, 130mm of travel

STEM Specialized, 3D forged alloy, 4-bolt, 7-degree rise

HANDLEBARS Specialized, 6061 alloy, 6-degree upsweep, 8-degree backsweep, 
27mm rise, 780mm width

GRIPS Specialized Sip Grip, half-waffle, slip-on

FRONT BRAKE Tektro Gemini Comp, hydraulic disc, resin pad, 200mm rotor

REAR BRAKE Tektro Gemini Comp, hydraulic disc, resin pad, 180mm rotor

REAR DERAILLEUR Shimano SLX, Shadow Plus, GS cage, 11-speed

SHIFT LEVERS Shimano SLX, 11-speed

CASSETTE Sunrace, ED Black, 11-speed, 11-46t

CHAIN KMC X11, 11-speed w/ Missing Link™

CRANKSET SRAM NX Power Spline, aluminum, Boost™ 148, 170mm crankarms

CHAINRINGS 30T

BOTTOM BRACKET SRAM Power Spline

RIMS Double-wall, 27mm internal-width, 32h

FRONT HUB Specialized, sealed cartridge bearings, 15x110mm spacing, 32h

REAR HUB Specialized, sealed cartridge bearings, 12x148mm thru-axle, 32h

SPOKES Stainless, 14g

FRONT TIRE Butcher, GRID Casing, GRIPTON® compound, 2Bliss Ready, 29x2.3"

REAR TIRE Purgatory, GRID Casing, GRIPTON® compound, 2Bliss Ready, 
29x2.3"

SADDLE Body Geometry Henge Sport, steel rails, 143mm

SEATPOST Alloy, two-bolt clamp, 34.9mm

PART NO. DESCRIPTION COLOR SIZE
94718-7302 SJ FSR ST MEN 29 ESTSRS-RKTRED S
94718-7303   M
94718-7304   L
94718-7305   XL
94718-7202 SJ FSR ST MEN 29 BLK-NICEBLU S
94718-7203   M
94718-7204   L
94718-7205   XL

SJ FSR 29 ALLOY ST

SIZE S M L XL

Stack (mm) 612  612  635  649 

Reach (mm) 415  435  455  480 

Head Tube Length (mm) 100  100  125  140 

Head Tube Angle (deg) 67.5 67.5 67.5 67.5

BB Height, 27.5x2.6" (mm) 333  333  333  333 

BB Drop (mm) 39  39  39  39 

Trail (mm) 99  99  99  99 

Fork Length, Full (mm) 540  540  540  540 

Fork Rake/Offset (mm) 51  51  51  51 

Front Center (mm) 708  728  758  789 

Chainstay Length (mm) 437  437  437  437 

Wheelbase (mm) 1143  1163  1192  1223 

Top Tube Length (Horizontal) (mm) 570  593  624  657 

Bike Standover Height (mm) 750  756  769  770 

Seat Tube Length (mm) 380  410  455  505 

Seat Tube Angle (deg) 75.8 75.5 75.1 74.7

Handlebar Width (mm) 780 780 780 780

Stem Length (mm) 50 50 50 50

Saddle Width (mm) 143 143 143 143

Seatpost Length (mm) 375 375 435 435

Crank Length (mm) 170 170 170 170



MEN'S STUMPJUMPER ST ALLOY 27.5

ESTSRS-RKTRED

BLK-NICEBLU

All of you die-hard alloy fans can rejoice. Yes, the new Stumpjumper ST comes in an alloy 
version, and it may be the most radically designed alloy bike ever made. And with new tube 
shapes, an asymmetrical design, and the snappy handling that the 27.5 platform is known 
for, the Stumpjumper ST Alloy 27.5 is sure to exceed your expectations of how a trail bike 
should ride.

• The all-new alloy Stumpjumper ST frame features an M5 alloy front- and rear-end, an 
asymmetrical design, and our 29 Trail Geometry, so it's both capable and comfortable.

• The X-Fusion Metric rear shock features rebound adjustment, lockout, and our coveted 
Rx Trail Tune to ensure you're getting the most out of your Stumpjumper ST.

• A RockShox Recon RL provides 130mm of travel up front, and it lets you adjust both 
rebound and lockout.

SPECS All specs are subject to change without notice.

FRAME M5 alloy chassis and rear end, asymmetrical design, 27.5 Trail 
Geometry, threaded BB, fully enclosed internal cable routing, 
12x148mm dropouts, sealed cartridge bearing pivots, replaceable 
derailleur hanger, 130mm of travel

REAR SHOCK X-Fusion 02 Pro RL, Rx Trail Tune, rebound adjust, lockout 
190x42.5mm

FORK RockShox Recon RL, Solo Air, 42mm offset, rebound adjust, lockout, 
15x110mm Boost™ Maxle® Lite thru-axle, 130mm of travel

STEM Specialized, 3D forged alloy, 4-bolt, 7-degree rise

HANDLEBARS Specialized, 6061 alloy, 6-degree upsweep, 8-degree backsweep, 
27mm rise, 780mm width

GRIPS Specialized Sip Grip, half-waffle, slip-on

FRONT BRAKE Tektro Gemini Comp, hydraulic disc, resin pad, 200mm rotor

REAR BRAKE Tektro Gemini Comp, hydraulic disc, resin pad, 180mm rotor

REAR DERAILLEUR Shimano SLX, Shadow Plus, GS cage, 11-speed

SHIFT LEVERS Shimano SLX, 11-speed

CASSETTE Sunrace, ED Black, 11-speed, 11-46t

CHAIN KMC X11, 11-speed w/ Missing Link™

CRANKSET SRAM NX Power Spline, aluminum, Boost™ 148, 170mm crankarms

CHAINRINGS 32T

BOTTOM BRACKET SRAM Power Spline

RIMS Double-wall, 27mm internal-width, 32h

FRONT HUB Specialized, sealed cartridge bearings, 15x110mm spacing, 32h

REAR HUB Specialized, sealed cartridge bearings, 12x148mm thru-axle, 32h

SPOKES Stainless, 14g

FRONT TIRE Butcher, GRID Casing, GRIPTON® compound, 2Bliss Ready, 27.5 x 
2.3"

REAR TIRE Purgatory, GRID Casing, GRIPTON® compound, 2Bliss Ready, 27.5 x 
2.3"

SADDLE Body Geometry Henge Sport, steel rails, 143mm

SEATPOST Alloy, two-bolt clamp, 34.9mm

PART NO. DESCRIPTION COLOR SIZE
94718-7102 SJ FSR ST MEN 27.5 ESTSRS-RKTRED S
94718-7103   M
94718-7104   L
94718-7105   XL
94718-7002 SJ FSR ST MEN 27.5 BLK-NICEBLU S
94718-7003   M
94718-7004   L
94718-7005   XL

SJ FSR 27.5 ALLOY ST

SIZE S M L XL

Stack (mm) 586  590  618  631 

Reach (mm) 425  444  465  490 

Head Tube Length (mm) 105  110  140  155 

Head Tube Angle (deg) 66.5 66.5 66.5 66.5

BB Height, 27.5x2.6" (mm) 325  325  325  325 

BB Drop (mm) 28  28  28  28 

Trail (mm) 103  103  103  103 

Fork Length, Full (mm) 522  522  522  522 

Fork Rake/Offset (mm) 46  46  46  46 

Front Center (mm) 718  739  772  803 

Chainstay Length (mm) 432  432  432  432 

Wheelbase (mm) 1149  1170  1203  1234 

Top Tube Length (Horizontal) (mm) 568  591  624  657 

Bike Standover Height (mm) 744  749  761  762 

Seat Tube Length (mm) 380  410  455  505 

Seat Tube Angle (deg) 76.3 76  75.6 75.2

Handlebar Width (mm) 780 780 780 780

Stem Length (mm) 50 50 50 50

Saddle Width (mm) 143 143 143 143

Seatpost Length (mm) 375 375 435 435

Crank Length (mm) 170 170 170 170


